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In Desk Solutions

ACCEDE SERIES

Colours Available

The Accede series introduces a fresh, clean exterior profile, making it the ideal companion for the modern decluttered 
workspace. Accede also provides the ability to incorporate a cable guide attachment to improve cable management. 
Accede’s undercarriage delivers clean convenient access to power, data, AV, HDMI and USB 
data/charging..

White         Black          Silver        

	» No tools required to install in duct or panel mount.
	» Slim and compact design (only 18.5mm from under face plate).
	» Mounting options include: thin panel (up to 2mm thick), thick panel (greater than 2mm thick),  
	» Standard module will snap directly into panel cut-out up to 2mm thick

3 x Shuttered GPO
3 x USB A/C fast charge modules

3 x Shuttered GPO

	» Curved exterior profile
	» Dual cable exits, front and sides with additional

attachments for cable guides                                           
	» Integrated tablet device display stand (when lid is open)
	» Finished in White or bead blasted Silver anodised.
	» Fully segregated for power and data
	» Available as power only or power/data/audio visual/USB

	» Uncluttered work surface when power not required or while plugged in   
	» Improved scalloped ends with add-on cable retraction bracket
	» Appliance cables exit through scalloped sides or through the

centre brushed-strip 
	» Lids have brush strips to keep out dust and dirt 
	» Fully segregated for power and data (CAT6A compliant) 
	» Numerous service combinations available including USB

Key Features
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Single Lid
Power & Data

Hatch Only 

Notes:

•	   ** Denotes standard colours; White (WT), Silver (SL). Black (BK) available on request (additional 2-week leadtime.

•	 For use with IT equipment only

•	 Leads sold separately

•	 Use of cleaning agents: Please ensure cleaning agents are compatible for use on moulded polycarbonate surfaces.  Should any 

sign of degradation, cracking or discolouration be present or occur, immediately discontinue the use of the cleaning agent

•	 International socket outlet version available to be specified.

ACK0204E** 2 x power modules, 4 data provision LEAD 
SOLD SEPARATELY cutout: 215mm x 148mm

ACK0306E** 3 x power modules, 6 data provision LEAD 
SOLD SEPARATELY cutout: 340mm x 148mm

ACK0408E** 4 x power modules, 8 data provision LEAD 
SOLD SEPARATELY cutout: 340mm x 148mm

ACKH215** Accede hatch only with scalloped end caps 
215mm x 148mm wide

ACKH340** Accede hatch only with scalloped end caps 
340mm x 148mm wide

Dual Lid
Power & Data

NKACD0204** 2 Gang 13A Socket Outlet, 4x 25mm Data 
Provision Tile

NKACD0306** 3 Gang 13A Socket Outlet, 6x 25mm Data 
Provision Tile

NKACD0408** 4 Gang 13A Socket Outlet, 8x 25mm Data 
Provision Tile

     


