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ATOM MINI 
Compact Fast Charging USB-C Module 



www.cmselectra.com www.cmselectra.com

Tiny, Verstatile and Powerful

ATOM MINI

Colours Available

BlackWhite

Atom Mini delivers up to 140W of USB-C Fast Charging in a minimalistic housing, designed to integrate 
seamlessly into workstations, collaborative and shared areas. 

It features a simple design allowing installers to easily install it onsite or pre-delivery. Atom Mini is specialised to 
be used with our 30W, 65W, 100W, 118W and 140W Inline USB Modules, which would be installed underneath 
the desk, connected to our softwiring. 

Product Details

•	 Provides up to 140W USB-C Fast Charging

•	 Can be installed in multiple areas including Workstations, Collaboration and Shared Spaces

•	 Small 19mm Installation hole from above the desk

•	 Perfect solution for providing high powered USB-C output while keeping the work area clutter free

Key Features

Atom Mini

AMC**
Atom Mini - 2-Part Atom Mini, 1500mm USB-C Male to USB-C Female Lead (Black Lead Only)
(Used with 30W/65W USB-C Modules)

AMC100** Atom Mini (100W) - 2-Part Atom Mini, 100W USB Module, 1500mm USB C to 12 Pin Plug (Black Lead Only)

AMC118** Atom Mini (118W) - 2-Part Atom Mini, 118W Inline USB Module, 1500mm USB C to 12 Pin Plug (Black Lead Only)

AMC140** Atom Mini (140W) - 2-Part Atom Mini, 140W Inline USB Module, 1500mm USB C to 12 Pin Plug (Black Lead Only)

USB32CC15BK 1500MM USB-C Male to Female Lead (Black)

Notes: 

•	 ** Denotes Standard Colours for Atom Mini Module - Black (BK) or White (WT)

Collaboration Space Meeting Room Shared Space

Application Areas

Atom Mini - Under Desk Mount  

USBMC915** 1500mm 12 Pin to Type C Adapter Lead + Under Desk Mounting Bracket (White or Black Bracket)

USBM32CC15** 1500mm USB-C Male to Female Lead + Under-Desk Mounting

     
Atom Mini - Accessories 

SW18UAC118** 118W Inline Charging Module

SW18UAC140** 140W Inline Charging Module
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