
BUTT EDGE SNORKEL BOX INSTALLATION SHEET



IMPORTANT:
SNORKEL TO BE UNSCREWED AND 
SEALED WITH SILICONE ON THE INNER 
THREAD, THEN SCREWED IN AND 
ADJUSTED TO THE CORRECT HEIGHT.
OUTER BOTTOM EDGE TO BE SILICONE 
SEALED AS WELL 

GROUT TILE IN PLACE

PLACE A SMALL AMOUNT OF SILICONE ON 
BOTTOM SURFACE OF INTERNAL GASKET, 
THEN FIT IN PLACE. GASKET MUST BE 
MAINTAINED IN GOOD CONDITION. 
(SPARES ARE AVAILABLE)

SILICON ALL EDGES OF THE BOTTOM GASKET 
BEFORE INSTALLATION OF SURROUNDING
TILE FLOORING

TOP GASKET

BOTTOM GASKET

SILICON SEAL ALL FOUR EDGES 
ON INSIDE

SILICON SEAL JOINING EDGE 
ON ALL FOUR SIDES

WATER-PROOFING



REMOVE LID AND PLATES

PLACE SNORKEL BOX IN HOLE AND CONCRETE OR TILE ACCORDINGLY
FEED CABLE THROUGH THE KNOCK-OUTS



BOLT IN GPO AND DATA PLATES AND 
WIRE  ACCORDINGLY TO GENERAL 
WIRING RULES



PLACE LID IN BOX

FILL LID WITH CONCRETE OR TILE 
FROM FLOORING
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