
www.cmselectra.com

ATHENA POWER RAIL
Above Desk Power Solution 

www.cmselectra.com

http://cmselectra.com/uk/product-category/charging-technology/
http://cmselectra.com/uk/product-category/charging-technology/


www.cmselectra.com

Athena series power rails deliver a stylish, low profile 
solution providing connectivity in the workspace where 
it is easily accessible above the worktop. 

With a range of configurations available, comprising of 
power, USB charging, wireless charging, data and/or AV. 
Standard starter lead lengths of 1m with GST connectivity 
or 2m’s with a BS13A plug. Other lengths available upon 
request. 

Athena 2 finishes comprises of silver aluminium, white or 
black body with corresponding white or black end caps, 
facias and desk clamps. 

Features & Benefits

 » Fusing ratings of either 3.15A or 5A. Thermal overload 
option – April 2021.

 » USB charging outputs of 30w, 60w & 100w.
 » Helistand wireless charging compatible.
 » Can be customised to any length and specification.
 » Options to include electrical protective devices and 

master switching.
 » European and international outlet configurations 

available.
 » USB data, ethernet or AV can be supplied pre-wired or 

simply retro-fitted.
 » Rapid fit desk clamps, fixed from above.

Above Desk Power Solution

ATHENA POWER RAIL
UA2Q1UAC310WTWT/2** shown above with USB charging option 30W output A + C 
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Notes:
 » Above Part No’s/SKU’s include desk clamps.
 » For 60W and 100W USB charging options, please visit Charging Technology Archives | CMS Electracom - United Kingdom.
 » Alternative lead lengths available on request.
 » Desk clamp range thickness – 18 to 35mm’s.

Standard Configurations

Configuration Examples

UA2Q1UAC320**/2** Athena 2 Rail. 1 Power - 3.15A. Dual USB charger 30W – A + C. 2m Starter lead - BS13A. 2 Desk Clamps.

UA2Q1UAC310G**/2** Athena 2 Rail. 1 Power - 3.15A. Dual USB charger 30W – A + C. 1m Starter lead - GST. 2 Desk Clamps.

UA2Q2102A20**/2** Athena 2 Rail. 2 Power - 3.15A. 2 Data CAT6 UTP - 2m. 2m Starter lead - BS13A. 2 Desk Clamps.

UA2Q2102A10G**/2** Athena 2 Rail. 2 Power - 3.15A. 2 Data CAT6 UTP - 2m. 1m Starter lead - GST. 2 Desk Clamps.

UA2Q2A20**/2** Athena 2 Rail. 2 Power - 3.15A. 2m Starter lead - BS13A. 2 Desk Clamps.

UA2Q2A10G**/2** Athena 2 Rail. 2 Power - 3.15A. 1m Starter lead - GST. 2 Desk Clamps.

UA2Q2UAC320**/2** Athena 2 Rail. 2 Power - 3.15A. Dual USB charger 30W - A+C. 2m Starter lead - BS13A. 2 Desk Clamps.

UA2Q2UAC310G**/2** Athena 2 Rail. 2 Power - 3.15A. Dual USB charger 30W - A+C. 1m Starter lead - GST. 2 Desk Clamps.

UA2Q4102A20**/2** Athena 2 Rail. 4 Power - 3.15A. 2 Data CAT6 UTP 2m. 2m Starter lead BS13A. 2 Desk Clamps.

UA2Q4102A10G**/2** Athena 2 Rail. 4 Power - 3.15A. 2 Data CAT6 UTP 2m. 1m Starter lead GST. 2 Desk Clamps.

UA2Q4UAC320**/2** Athena 2 Rail. 4 Power - 3.15A. Dual USB charger 30W - A+C. 2m Starter lead - BS13A. 2 Desk Clamps.

UA2Q4UAC310G**/2** Athena 2 Rail. 4 Power - 3.15A. Dual USB charger 30W - A+C. 1m Starter lead - GST. 2 Desk Clamps.

UA2Q4A20**/2** Athena 2 Rail. 4 Power - 3.15A. 2m Starter lead - BS13A. 2 Desk Clamps.

UA2Q4A10G**/2** Athena 2 Rail. 4 Power - 3.15A. 1m Starter lead - GST. 2 Desk Clamps.

UA2Q1UA2C6020**/2** Athena 2 Rail.1 Power - 3.15A. Triple USB charger 60W - A+A+C. 2m Starter lead – BS13A. 2 Desk clamps.

UA2Q1UA2C6010G**/2** Athena 2 Rail.1 Power - 3.15A. Triple USB charger 60W - A+A+C. 1m Starter lead – GST. 2 Desk clamps.

UA2Q1UAC9020**/1** Athena 2 Rail.1 Power - 3.15A. Dual USB charger 100W - A+C. 2m Starter lead – BS13A. 1 Desk clamp. 

UA2Q1UAC9010G**/1** Athena 2 Rail.1 Power - 3.15A. Dual USB charger 100W - A+C. 1m Starter lead – GST. 1 Desk clamp.

Finishes Available

Silver/Black (SL/BK **/**) Black (BK/BK **/**)

UA2Q1UAC320**/** - BS13A                 

UA2Q1UAC310G**/** - GST                                 

UA2Q220**/** - BS13A 

UA2Q210G**/** - GST                                

UA2Q2UAC320**/** - BS13A 

UA2Q2UAC310G**/** - GST                                 

UA2Q2202A20**/**- BS13A 

UA2Q210G2A10G**/**- GST

Silver/White (SL/WT **/**) White (WT/WT **/**)

Refer to our Standard Configurations section to see further options

Finishes comprise of anodised silver aluminium, white or black bodies with corresponding white or black facias and end caps.
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Product Drawings - Examples

UA2Q1UAC320/2**

UA2Q2UAC320/2**

UA2Q2A20/2**
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Product Drawings - Examples

UA2Q2102A20/2**

UA2Q4UAC320/2**

UA2Q4202A20/2**
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Product Drawings - Examples

UA2Q420/2**

Product Specifications

Input 100-240V AC; 50/60Hz, 0.8A

Maximum power 30W

USB outlets
1 x Type-C PD3.0 fast charge

1 x Type-A standard fast charge

Operating temperature range 0-40C

Compliance
IEC 62368-1, AS/NZ 62368-1, EN 62368-1

CISPR32:2015, EN55032, EN55035, EN IEC 61000 3-2; 3-3

USB-C PD Specification

Max standard output with no connected 
devices in port 1

20V/1.5A; 15V/2A; 9V/3A

Max output with Type-A port engaged 20V/0.75A; 15V/1A; 9V/1.5A

Protocols supported Power Delivery (PD) 3.0, QC 3.0

USB-A Specification

Max standard output with no connected 
devices in port 2

5V/2.1A

Max output with Type-C port engaged 5V/1A

Protocols supported Fixed Voltage Fast Charge

USB 30 Watt A + C
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Product Specifications

Input 100-240V AC; 50/60Hz, 1.3A

Maximum power 60W

USB outlets
1 x Type-C PD3.0 fast charge

2 x Type-A standard fast charge

Operating temperature range 0-40C

Compliance

AS/NZS 60950.1

CISPR32:2015

EN60950_1:2006 + A11:2009 + A1:2010 + A12:2011 + A2:2013; EN55032: 2015; EN61000-3-2:     
2013; EN61000-3-3: 2014; EN55024: 2010+A1: 2015

USB-C PD Specification

Max standard output with no other connected 
devices

20V/3A; 9V/2A; 12V/1.5A

Max output with both Type-A ports engaged 20V/1.5A

Protocols Supported Power Delivery (PD) 3.0

USB-A (1) Specification

Max standard output with no other connected
devices

5V/3A; 9V/2A; 12V/1.5A

Max output with Type-C and Type-A (2) ports 
engaged

12V/1.5A

Protocols supported QC 3.0

USB-A (2) Specification

Max standard output with no other connected
devices

5V/2.4A

Max output with Type-C and Type-A (1) ports 
engaged

5V/2.4A

Protocols supported Fixed Voltage Fast Charge

USB 60 Watt A + A + C
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Disclaimer: CMS Electracom Ltd  has made every attempt to ensure the accuracy and reliability of the 
information provided in this document are correct. All information contained in this document is to be used 
for general guidance only. CMS Electracom Ltd reserves the right to change, delete or modify the information 
without notice. Created 05/02/21. © CMS Electracom Ltd 2021

Product Specifications

Input 100-240V AC; 50/60Hz, 1.5A

Maximum power 100W

USB outlets
1 x Type-C PD3.0 fast charge

1 x Type-A standard fast charge

Operating temperature range 0-35C

Compliance
AS/NZS 62368.1 OCVIII, IEC 62368-1, EN 62368-1

CISPR32:2015, EN55032, EN IEC 61000 3-2; 3-3

USB-C PD Specification

Max standard output with no other connected 
devices

20V/5A; 15V/3A; 9V/3A; 5V/3A+5V/3A; 9V/2A; 12V/1.5A 

Max output with Type-A port engaged 20V/3.6A; 15V/3A; 9V/3A; 5V/3A

Protocols supported PD3.0, QC3.0

USB-A Specification

Max standard output with no other connected
devices

5V/3A; 9V/2A; 12V/1.5A

Max output with Type-C port engaged 12V/1.5A

Protocols supported QC3.0

USB 100 Watt A + C
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